
■ Diecast body is appropriate for heat dissipation.

■ 3 Tension clips pre-installed on unit for easy installation.

■ Suitable for 4” type IC and NON-IC recessed low voltage downlight housing only.

■ Low voltage 12V, with GU5.3 base. Replace standard trim with MR16 lamp.

Product code COLOR COLOR TEMP. VOLTAGE Wattage Lumen Luminous Efficiency 

LS2-LV4”WH WHITE 27/30/40/50K 12V 8.5W 620lm 73lm/w 

LS2-LV4”BLK BLACK 3000K-4000K   12V    8.5W    620lm    73lm/w WHITE

LS2-LV4”BR40K   BRONZE 
3000K 

12V 8.5W  620lm 73lm/w 

LS2-LV4”BR50K   BRONZE    4000K    12V    8.5W    620lm    73lm/w BRONZE

LS2-LV4”NK30K     SATIN NICKEL    3000K    12V    8.5W    620lm    73lm/w BRONZE

LS2-LV4”NK40K     SATIN NICKEL    4000K    12V    8.5W    620lm    73lm/w 

LIGHTING SPOT 26/VERNON, CA 90058/

www.lightingspot26.com 

Bronze Black S.Nickel

Part# LS-2-LV-4INCH
4'' Low Voltage  Gimbal Downlight

Products Specification :

Voltage/Frequency: 12v/60Hz 
Power: 8.5W
Lumens: 620lm
CRI:>90
Dimmable: Yes
Color Tempeture Available: 
2700K-3000K-4000K-5000K Body 
Finished Color Available: White -
Bronze - Satin Nickel

Size: D-4.96'' x h-3.23''

Features:
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